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USE EXISTING CONDUIT. | __ .
USE EXISTING HANDHOLE. ‘ B
INSTALL 1IN, LIQUID TIGHT, NON-METALLIC CONDUIT FOR LOOP DETECTOR SLEEVE.
INSTALL HANDHOLE. |
INSTALL 2 IN. POLYVINYL CHLORIDE (SCH. 40) ELECTRICAL CONDUIT - TRENCHED.

INSTALL & FT. X 30 FT. QUADRUPOLE TYPE VEHCLE LOOP DETECTOR (3-6-3 TURNS),

ENCASED IN FLEXIBLE TUBING.

REMOVE EXISTING HANDHOLE. - . ;
CAP AND ABANDON EXISTING CONDUIT. | e MO 704 ASSUMED TO RUN IN | Iy
USE EXISTING SPAN WIRE... R AN EAST - WEST DIRECTION /)
INSTALL 6 FT.X 6 FT. VEMICLE LOOP DETECTOR {4 -TURNS) ENCASED IN FLEXIBLE TUBING, :
INSTALL 1 IN. GALVANIZED STEEL CONDUIT FOR DETECTOR SLEEVE,

MAINTAIN EXISTING VEHICLE DETECTOR. -

ABANDON EXISTING VEHICLE DETECTOR: - -

INSTALL HANDHOLE. (NOTF: PROVIDE APPROXIMATELY 50 FT. OF ADDITIONAL 2-CONDUCTOR
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A. EXISTING CABINET/CONTROLLER ARE TO BE UTILIZED. = i 1.4 2,6 357,8%lL12 10 _
8 USE EXISTING ¢ | - =y | . ,
5. USE EX!ST!NQ STRA]N POLE | | ) 3 & o NEMA PHASING
C. USE EXISTING STRAIN POLE AND INSTALL 90 DEGREE (SCH. 40) PVC BEND, / i =
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I3A,16A 13B.i6B l. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
« Business PKW)/ « LottsTord Vista Rd 2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY
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GENERAL NOTES

THE CONDUIT TO BE INSTALLED ACROSS THE
PROPOSED ROADWAY SHALL BE TRENCHED PRIOR s
TOOPAVEMENT CONSTRUCTION.

Vo

DETECTORS SHALL BE INSTALLED PRIGR TO FINAL
PAVEMENT SURFACE COURSE.

THE CONTRACTOR SHALL CONFIRM THE LOCATIONS OF
THE PROPOSED GEOMETRICS PRIOR TO THE
INSTALLATION OF SIGNAL EQUIPMENT.

. FOR THE LOCATION OF THE "ARROW' AND 'ONLY f}\}‘; *‘&é’éﬁx‘\é? TQ‘EE%@D
~ PAVEMENT MARKINGS AND SIGNS, SEE THE TRAFFIC JERIAL CABLES oo _
CONTROL PLAN TCP-19, ELECTRICAL

TELEPHONE

ML POLE AND CABINCT FOUNDATIONS AND GAS

HANDHOLES SHALL BE INSTALLED AT FINAL SEWER
GRADE. . HATER

m STORM DRAIN
CABLE Tv

TEMPORARY SIGNAL DWGC. NO.
PHASE 1 TS-35

B oxw am o

F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
L) Offlce of Trafflc & Safety
TRAFFIC ENGINEERING DESIGN DIVISION

MD 704 (MARTIN LUTHER KING JR. HWY.) AND
LOTTSFORD VISTA RD./BUSINESS PKWY.

LOG MILE NO.16070406.25 1/22/30

| THE WILSON T. BALLARD €O, |—r———1—
 CONSULTING ENGINEERS  [®  AUGUST 1996-WTB

. , 10DIF ISTING SIGNAL
OWINGS MILLS, MARYLAND kA NO. PGI0CSI T

SA35ARDDGN

FBEAUS
.

. NV TEIUY- . S WANES FOR STS) ¢ oo N/A b e
oM e ([ Tak R o

Ceioe o RRCZACHERL FORSTSIE . o - - BW-311-802-312 | Skt i
=20 piar PRINCE GEORGES | TS-2637A-X-P{ 381 r 465

B
ol
=
[




